
The Power Probe 3 is a Digital Voltmeter that 
works off of 12-24 volt sources with the ability 
to apply power and ground. Using an Auxiliary 
Ground cable, the user can simultaneously 
supply Battery Voltage, and ground to test 
components or to simply test for continuity

Main applications and functionalities

• Voltmeter
• Supplies power and ground
• Digital Voltmeter with min/max voltage 

capturing
• Voltage & Polarity testing
• Continuity testing
• Powers up components
• Light and relay tester
• Checking for bad ground contacts
• Red/Green Indicator & Audio Tone

POWER PROBE 3
DIAGNOSTIC TEST TOOL

• Power Probe 3 with standard 20 ft (6 m)
• Power Cable
• 3 in (8 cm) Probe Tip
• Battery Clip Set
• Instruction Manual/CD

PP3CS CONTENTS

• Power Probe 3 with standard 20 ft (6 m)
• Power Cable
• 3 in (8 cm) Probe Tip
• Battery Clip Set
• Cigarette Lighter Adapter
• 20 ft (6 m) Power Cable Extension
• Instruction Manual

PP319 CONTENTS

SKU number(s): See
table at the end of  
datasheet
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POWER PROBE 3
DIAGNOSTIC TEST TOOL

PP3CS Code Information

SKUs PP3
CSRED

PP3
CSBLU

PP3
CSBLK

PP3
CSGRN

PP3
CSCAMO

PP3
CSFIRE

PP3
CSCARB

EAN code 8435394784687 8435394784632 8435394784625 8435394784595 8435394784649 8435394784663 8435394784656

UPC code 878253000791 878253001231 878253001170 878253003150 878253001248 878253001279 878253001262

pcs/box 20

PP319 Code Information

SKUs PP3
19FTCRED

PP3
19FTCBLU

PP3
19FTCBLK

PP3
19FTCGRN

PP3
19CAMO

PP3
19FIRE

PP3
19CARB

EAN code 8435394784601 8435394784588 8435394784564 8435394784595 8435394784502 8435394784540 8435394784526

UPC code 878253000784 878253001118 878253001101 878253003150 878253000937 878253000784 878253001392

pcs/box 10

PP319FTRED PP319FTBLK

PP319FIRE

PP319 Color options

PP319FTBLU PP319FTGRN

PP319CAMO PP319CARB

Specs

• DC 0 to +70V +1 Digit
• P-P 0 to +70V
The frequency response of tone pass through
• 10Hz to greater than 10 kHz
PP Display
• 15 Hz Square Wave
• 35 Hz Sine Wave
Power Probe Mode – Continuity to ground
• First level – Display is enabled less than 20 K Ω
• The second level – Green LED is enabled less than 600 Ω
– & +Peak Detector Response
• Single event capture less than 200ms pulse width
• Repetitive events less than 1ms pulse width
Peak to Peak Mode
• 0 to + 70 + 1 Digit
• 4Hz to over 500kHz Square Wave input
• 4Hz to over 250kHz Sine Wave input
• The threshold for PPAC/Audible passthrough
• Circuit Breaker 8 amp thermal response – Manual reset

PP3CSRED

PP3CSFIRE

PP3CS Color options

PP3CSBLU

PP3CSCAMO PP3CSCARB

PP3CSBLK PP3CSGRN

SKU number(s): See
table at the end of  
datasheet
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